General

The M-SEWE directional valve is solenaid operated
directional seat valve. It is used to control the opening,
clezsing and flow direction of fluid.

The valve is mainly composed of valve body (1),
solenoid (2), hardened valve system (3} and ball {4) as
the clesing element.

Basic functions:

In the initial position, the ball (4] is pressed into the
valve seat by the spring (9] and by the solenoid (2) when
in the switching position. The force of the solenoid (2)
acts on the actuating push red (8) which is sealed an
both sides through the lever (6] and the ball (7). The
chamber between the two sealing elements is
connected to ail port P. Therefore, the valve system is
pressure compensated based an the actuating force
[solenaid or reset spring). In this way, the valve can be
used up to 630bar.

MNote;

The 3/2-way directional seat valve has "negative cover”
function. Therefore, port T must be always connected.
That means the ports P-A-T are cannected with each
other during the switching process (from the starting of
the apening of one valve seat to the closing of the other
valve seat) . But this process is completed in a very
short time, saitis irrelevant in almaost all applications.
The manual emergency operation (10) allows the valve
to be switched without salenaid energized.

It must ensure that the specified maximum flow is not
excesded! |f necessary, a throttle can be used to limit
the flow.
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2/2-way directional seat valve
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Initial position P and T connected

Initial position

P and A connected, T blocked

Switching position

Switching position P blocked Switching position P blocked, & and T connected
1 A
Symibal "N ah Symbol "C" ’D{IEE""“’
* T
Initial position P blocked Initial position P blocked, A and T connected

P and T connected

Switching position Pand A connected, T blocked
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Function description, sectional drawing

Toinstall a sandwich plate, the pius-1 plate
under the 3/2 directional seat valve, the function
of a 4/2-way directional seat valve can be
realized.

Function of plus-1 plate:

Initial pozitian:

The main valve does not waork. The spring {9)
helds the ball {4.1) an the valve seat (11). The
port Pis blocked, and port A is connected to
part T. In addition, there is a pilot line connected
from A to the large area of the control spool (12),
which is unloaded to the tank, The pressure
provided by port P will push the ball (13) to the
valve seat (14). Mow, Pis connected to B, and A
T
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Cartridge throttle

Transition pasition:

When the main valve is operated, the spool (4.3)
moves against the spring (9) and is pressed into the
valve seat (15). During this process, cort T will be
closed, P, A and B are connected ta each other
within a short time.

Switching position:

The port P is connected to A The pump pressure
acts via & on the large area of the control spoal (12),
the ball (13} is pressed into the valve seat (16).
Therefore, Bis connected ta T and Pto A The balls
(13} in the plus-1 plate has "positive cover”.

Mote:

In order to avoid pressure intensification when the
single rod cylinders used, the annular area of the
cylinder must be connected to A.

The seat valve with plus-1 plate as bellow:

symbol “D* @[ W b

Symbol "Y' 4 X

Model M-4SEWED...3%1/
Cartridge check valve

Due to the warking conditions limitations, it may
accur that the flow exceeds the performance limit
of the valve during the switching process, then
the use of a throttle is required.

Example:

-Accumulator operation

-lsadd a5 A pilet valve with internal

pilotail supply

3/2-way poppet valve

The throttleis inserted into the -‘
port P of the directional valve.

4/ 2-way poppet valve

The throttle is inserted into the ail port P of the
plus-1 plate.
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The cartridge check valve allows free flow from
P to A and leak-free closure from A to P.

3/2-way poppet valve

The cartridge check valve is inserted
inte the nil part P af the directional
valve.

4/1-way poppet valve

The cartridge check valve is inserted into port P of
the plus-1 plate.
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Models and specifications Technical parameters

i [sewl e [F9axfoy [u] [ iwaf7] [=] Juesnew
] . STRE— Enviranment temperature range *C | -30to+50 [MER seal)
2 Wﬂrkingports.—l. mare information in text 0to "‘SG[FKM SEﬂ.j}
3 working ports=3 ; - -
T ivoking pore4] sealing material Weight 2/2-way valve kg |15
5+ -
TWOIRING PORS Mo codes NBR seals 3/2-way valve kg |15
. poppet valve V= FKM seals I 4}2\.\.’3\; valvs kg 23
01 SiFeh (consult for ather seals) Hydraulic
T _ ' - Maximum working pressure bar | See characteristic [imit
workingport | 2 | 3| 4 Mo codes= without cartridge ; E
7 E-’.P thrattle and cartridge check valve Maximurn flow Limin | 25 ; i ;
al f“w-b ®|-|-| =P P=  withcartridge check valve Pressure medium Mlnerral il {HL, H_L_F']-- in a-:c_ordance with )
3 B17= threttle &1.3mm 1) For NBR and FKM seal DIN 51524; Fast lving arganisms degraded Oll'..
’ rv“;ngb ol |- =n Bl5= throttle @ L5mm 2) Only for FKM seal according ta VDMA 24568; HETG (Rapeseed cil}™;
P Bl8= throttle @ 1,8mm HEPG{Polyethylenaglycol)® ; HEES (Synthetic Fats)?
i B20= throttle @2.0mm
aﬂ.@.ﬂ.ﬂ%‘h -l®]-]=U B32= threttle @2.2mm Pressure medium temperature fC | -30to+80 (NER seal)
e - range -20 to +80 [FEM seal)
aa—_ﬂ}jly{]wm LA K= © ectrmaﬂ;{;::;c:;:;gs Viscosity range mmi/s | 28to500
s . 8 Cleanliness of oil¥ The maximum allowable poliution level of oil is
a:ﬁ}i\wh - -|®| =D \Z5=  largerightangle lamp plug 1504408 Class 20/18/15
,l Nocades  nomanual emergency operation Electrical
al] b -| @ =Y | NO= with hidden manual emergency operation Voltage type bc AC
F
i 5 ifi
®-available Gads VDT Available vc:d.tage . - W 24, 205 Only available via rectifier
30 to 39 series =3¥ G205+ 205vDC Allewabievottage tolerance {noniinluoitage) % | 10
il
{30 to 39 series installation and Powgr Lansit "'.pt'?n : W A
cannection size unchanged) LCantinubls poweran Him T I L
Switch time to 150 6403 See below table
Rekith =] Switching frequency times/hour | 15000 (working pressure < 350bar)/3600 (working
pressure 2 350bar)
warking pressure up ta 420 bar =420 Protection type to DIN 40050 IP&5 with plug installed and fixed
(fixing screw M3} Maximum coil temperature C | 150
mF_o;kmg pressure up ta 630 bar =630 3) The oil must meet the cleanliness degree requested by the components in the hydraulic system.
(fixing screw M6} Effective oil filtration can prevent failure and increase the semvice life of the camponents,
o o ) 4] Please inguire for special voltages - - - - =
solenoid with detachable coil (air-gap) =M Electrical protective conductor (PE+)
must be connected properly as rules
Switching time tms (Installation position: solenoid installed horizontally)
DC Solenoid AC Solenoid + Rectifier
| Functional symbol U, C, D, Y Functional symbal U, C, D, Y
Pressure P| Flow g,
har Limin Lo Mo tank pressure Loy L. Mo tank pressure Ly
u C D y lueley | u C D bl U/C DAY
140 25 25 | 30 | 25 | 30 | 10 | 10 | 30 | 40 | 30 | 40 35 35
280 25 25 | 30| 25 | 30 ) 10010 |35 |45 | 35| 45 40 40
320 25 25 | 35| 25 | 35 |10 |10 |35 | BO | 35| &D 40 40
420 25 25 1 35| 25 | 35 | 10 [ 10 | 40 | 50 | 40 | 50 50 50
500 | 25 | 25|40 25 | 40 [ 10 |10 |40 [ 55 | 40| 55| 50 | 50
600 25 25 | 40 | 25 | 40 | 10 | 1D | 40 | 55 | 40 | 55 55 5]
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Characteristic curve Characteristic limit

{Measured when using HLP46, & =40°C % 5°C)

i L Working pressure bar Flow
p-q- characteristic curve p-g- characteristic curve Functional symbol comment P A 1 =B T | L/min |
2/2-way pappet valve 3/2-way poppet valve : : M
2 | | 2111 W 7 - E 1
1 A 1 177 = I EIM" {420/630 100 | 25
5 18 1 1 S8 : 3 al | b
2 15 A S5 ?’,"/ . S i .
w A .4 T ] ] AV z prewes 0il port pressure
21 /y/f | a1 //( /3/ Z § | ; i ' 100 | 25
o o r v 1 4 i
£ W o L Wl g o il B l420/630
= P iy i = =
= 8 e | = 8 s
‘g g - - / ‘é B /'/ v ay A
25 _,/ [ 2 ; =g 2 BEEEJW b 14207630 | 420/630 o | 2
& | | | & o L= | =] priT _
0 0 = il t
4 g 1z 16 20 24735 4 2] 12 16 20 2425 z = & PI;EQ;-[TP ressure
Flow rate (L/min}— Flowe rate (L /min)— & | o
(L/min) {L/min) g “Iam . la20/630|a20/630 00| 25
1 M-25EWBN..PtoT = p
2 M-25EW6GP. PtoT u
1 M-35EWGC_AtaT Pressure must be
p-q- characteristic curve 2 M-35EWBL..P oA L wym & maintained: I port A
. | 3 M-3SEWEC. Pta A 45 T b before switching from
a3 4122y pEppetvalve g4 aﬂ;\m b | the original position to 420/630 oo | 25
+ 20— | /17{ /' S5 BT the switching pasition,
= l . ] 2 T5E Oil port pressure A=T
3 ig p V4 1 M-4SEWGY. AtaT 25 Pt
£ y =
a AW B 2 M-4SEWEE_ P to A S5E [« ;
‘5 14 F— 7 ‘/g ; = =) iy
@ }E - . // A 3 M4ASEWGT. PtoB,BtoT = ‘lﬂ b | Qil port pressure AZT 420/630 100 [ 25
a 1 =
=4 / /,/ L
2. & D - Single poppet valve
2§ = “p” AL B (symbol "U") ,
g 5 — 5 LD with plus-1 plate {a70/630|420/630|420/630 | 100 | 25
a8 5 5| @ o AL R
4 8 12 1& 20 2425 = i E
Flow rate [L/min)— gl
e =
==5
p-i - characteristic curve p-g - characteristic curve TZ¢g g AL B E;ﬁiﬁ%ﬁfer i
' U= 1 | |
Cartridge check valve Cartridge throttle 3:z% Iw with plus-1 plate 1430/630|420/6301420/630| 100 | 25
7 ' Bhacanl s 3 i e S [=] a b P p | il
u ganf— 1 /éu e e85 A e izasr
Lm .T:5uc--' .o : / -315/'
fc] al 2 / + Note:
T T A0 ¥, A 11 -In order to operate the valve safely or keep it in the switching position, the oil port pressure P2AZT
26 a ot} 7 111 |based on the structure).
’ ¥
% 7 g /J s BlE_. -The ports P, A and T {3/2-way valve), and ports P, A B and T (4/2-way valve] are canfigurec according
= 4 P o 0 7 "‘ to their functions and must not be blocked ar used in other ways. Liquid flow is only allowed in the
g 2 ' T . 17T == directionof the arrow,
- - & | B S e --“‘:'Egg_ -When using the plus-1 plate (4/2-way valve), the following data must be met: Pmin=8bar; 3=3 L/min
= = =
o = a gl - =1 Bl ] - The specified maximum flow should not be exceeded.
4 8 12 16 20 2425 4 8 Iz 16 20 242

The characteristic limit is measured when the solenoid is at operating temperature, at 10% below the

ahit -
Flow rate (Lmin)—~ Flow rete {Lfmin)— standard voltage and without tank preloading,
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Component size

2/2 and 3/2-way poppet directional valve

ol P
1 1
f A P
I I 1
|
iljﬁ ﬁ

36.5

‘U
== .
LT
123 |

8.5

18 7315

1 Salenaid

2 Hidden emergency button

3Plug

4 Name plate

5 Space required to remove the coil

f Space reguired to remove the plug

T O-ring 102 (for ol port P)
O-ring 9.25% L.78 (far oil ports B, A, T) 420bar type
0-ring 8.25X 1.78 (for oil ports B, A, T) 630bar type

8 Port A and B are blind holes for 2/2-way valve
Port B is a blind hale for 3/2-way valve
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Solencid operated pappet valve/M-SEWG... 3K
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Required surface finishing of
mating components

Size unit: mm

=~ |_o75

| 325 |

26.55

4xM5;10

Walve fixing screw

Wersion 420 bar:

M5x50-10.9 grade GB/TT0.1-2000
Tightening torque M =T 8Nm
Wersion 630 bar:

MEx45-10.9 grade GB/TT70.1-2000
Tightening torque M =13 TNm

Solenoid operated poppet valve/M-SEWE...3X]

Component size

4/2-way poppet directional valve

50.5

136.55

T —

%5

[

44.5

LTS 7365

2.5
45

————

.
3

1Solenoid

2 Hidden emergency button

3 Plug

4 Name plate

5 Space required to remaove the coil

& Space required to remave the plug

7 G-ring 10X2 {for oil port P)
0-ring 9.25%1.78 (for oil ports B, A, T)

& Port 4 and B are blind hales for 2/2-way valve
Port Bis a blind hole for 3/2-way valve

g Plus-1 plate
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16.25

7] 0. 01/100m,

Required surface finishing of
mating camponents

Valve fixing screw
Wersion 420 bar:
M5x50-10.9 grade GB/T70.1-2000
Tightening torgue M _=7.8Nm
Wersion 630 bar:

MEx45-10.9 prade GB/T70.1-2000
Tightening tarque M, =13.7Nm

Size unit: mm



Salencid operated poppet valve/M-SEWG...3X]

Symbal C

b

3 Z-way circuit with two poppet valtves and
check valve at port A

The check valve must be instaled anthe
plpeling,

Initial pesition: the Row is blocked and the
maximum pressure is allowed. Due to the chach
valve at port &, the pressure is held in the
actuatar even when the pump is turned aff.
Switching position: The Huld flows freely and the
makimum pressure is allowed. The oil is drained
via port T_The only oll leakage occurring is that
the oil flaws to port T during the switching
process.

Symbol U

3f-way Circuit with a singla
poppet valve

Initial pasition;: Lifting

The maintenance of
position only depends on
the stroke limit and the
pressure at port P
Switching pasition:
Descending

Syrnbal U

3/Z-wiay circuit with a single poppet valve and
check valve at port A

The check valve must be installed onthe
pipelirne.

Iritizl pesition; The fluid flows freely and the
makimum pressure is allowed. Due ta the check
valve at port &, the pressure is held in the
actuator ever when the pump is turned off,
Switching position; The flow blocked and the
masimum pressuse is allowed. The oil is drained
wia port T The only oll leakage occurring is that
the oil llows to poct T during the switching
process.

32-way circuit with two
poppet valves and cartridge
check valve at port A

The checkvalve is installed at
port Paf the 3/2way
directional poppet vaive,
Initial position: Descending
Switch position: Lifting

The load can be held inany
position when the pump is
turned off and the salenoid is
eneigized,

Syrbal C

3/2-way circuit with two poppet valves
Initial position: Descending

Switch position: Lifting

The maintenance of position only depends
an the stroke limit and the pressure at port

A
a

32-way circuit with 2 single
poppet valve and cartridge
check valve at port P

The check vale is instatled at
port Pof the 3/2-way poppet
valve

Initial position: Lifting

The load can be held inany
oosition when the pump s
turned off,

Switching position;
Descending

ail tank part,

43wy (4 8-z circuit with two poppet valves
W1 and V2 in the initial position: both ends of the eylinder are connected to the

Y2 in the swatching position: the piston meves to the left

WLin the swatching position: the piston moves ta this right

W1 and ¥2in the switching position: both ends of the cylinder are connected to
the pump part, The fast movernent is passible when a zingle rod eylinder with
an area ratio of 2:1 is used. '

Attention! When using sngle rod cylindars, the performance mit (double
flow) of the valve and the maximum permissible working pressure
[overpressurel must be taken into account!

.

WZin th

the tank port

be taken into account!

43-way (4/4-way) circuit with two poppet valves and cartridge check vabve at
part P of the 3/2-way poppet valve
Wi and V2 in the initial position: the pistan is locked externally to prevent oil

itching position: the pisten moves to the right
WLin the swatching position: the piston moves to the lett.
Wiand V2in the switching position: both ends of the cylinder are connected to

Attention! When using single rod cylinders, the performance lmit {double flow)
of the valve and the maximum allowable working pressure (overpressure) must




